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MYJKA PIŁ TAŚMOWYCH MT-10 

 
Myjki rozwiązują problem pracochłonnego czyszczenia pił z żywic i klejów. Czyszczenie odbywa się 

mechanicznie za pomocą zestawu stalowych szczotek tarczowych i nie używa się w procesie żadnych środków 

żrąco-myjących.  

Płaszczyzny boczne piły są czyszczone w sposób mechaniczny, emulsja wodna spełnia jedynie funkcję 

spłukiwania zanieczyszczeń i zmniejszenia tarcia między szczotkami  

a korpusem piły. 

Dobrze oczyszczona piła gwarantuje przeprowadzenie właściwego ostrzenia i pozwala na dobrą jakość cięcia. 

 
DANE TECHNICZNE 
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Długość  czyszczonych pił taśmowych 

Szerokość czyszczonych pił 

Czas czyszczenia pił 

Zakres regulacji programu pracy 

Parametry szczotek tarczowych - głównych 

                 - dodatkowych na wieszakach   

Parametry uzębienia pił 

Ilość szczotek stalowych głównych 

Pojemność zbiornika emulsji wodnej 

Moc zainstalowana:  

- silnik główny 

- elektropompka 

Gabaryty myjki  

- do transportu 

Masa myjki 

 

 4000 – 10000 mm (wg zamówienia),  

 w standardzie 30-280 mm 

1 – 3 min 

20 s. – 10 min 

Ø 160, Ø 175, otw. 32,drut stalowy 

Ø 90, otw. 22, drut stalowy 

Dowolne 

22 szt. 

30 L 

  

0,55 kW/400V, 700 rpm 

0,12 kW/400V 

1,00 x 4,20 x wys. 2,30-2,60 m  

1,00 x 1,20 x wys. 2,20 m 

490 kg 
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MT-10 BAND SAW BLADES CLEANING MACHINE 

 
These washers solve the problem of labor-intensive cleaning of resins and adhesives from saw blades. Cleaning 

is performed mechanically using a set of steel disc brushes, and no caustic cleaning agents are used in the 

process. 

The saw blade sides are cleaned mechanically, with the water-based emulsion serving only to rinse away 

contaminants and reduce friction between the brushes and the saw body. 

A well-cleaned saw blade ensures proper sharpening and ensures good cutting quality. 

 

TECHNICAL DATA 
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Length of cleaned band saws 

Width of cleaned band saws 

Blade cleaning time 

Work program adjustment range 

Disc brush parameters - main 

- additional on hangers 

Saw toothing parameters 

Number of main steel brushes 

Water emulsion tank capacity 

Installed power: 

- main motor 

- electric pump 

Washer dimensions 

- for transport 

Washer weight 

 4000 – 10000 mm (as ordered),  

 standard 30-280 mm 

1 – 3 min 

20 s. – 10 min 

Ø 160, Ø 175, hole 32 mm, steel wire 

Ø 90, hole 22 mm, steel wire 

any 

22 pcs. 

30 L 

  

0,55 kW/400V, 700 rpm 

0,12 kW/400V 

1,00 x 4,20 x H 2,30-2,60 m  

1,00 x 1,20 x H 2,20 m 

490 kg 
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